
 
 

 

INTISARI  

 

PT SOCI MAS menggunakan Ketel Uap berbahan bakar batu bara dengan 

jenis Boiler Bertekanan Besar dengan sepesifikasi produksi uap 50 Ton/Jam, tekanan 

uap rata-rata 53 Bar dan temperatur uap rata-rata 4850C. 

Dengam menggunakan Analisa metode langsung untuk mencari nilai 

Efisiensi dari Boiler Bertekanan besar kapasitas 50 Ton/Jam dari tanggal 01 sampai 

05 Desember 2021. Maka didapat nilai Efisiensi masing-masing 01 Desember 2021 

: 73,66 % ; 02 Desember 2021 : 70,11 % ; 03 Desember 2021 : 73,26 % ; 04 Desember 

2021 : 70,57 % ; 05 Desember 2021 : 73,50 %. Dengan hasil efisiensi tertinggi pada 

tanggal 01 Desember 2021 dan Efisiensi terendah pada tanggal 02 Desember 2021. 
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ABSTRACT  

 

PT SOCI MAS uses a coal-fired steam boiler with a high pressure boiler 

type with a specification of steam production of 50 tons/hour, an average steam 

pressure of 53 bar and an average steam temperature of 4850C. 

By using the direct method analysis to find the Efficiency value of the High 

Pressure Boiler with a capacity of 50 Tons/Hour from 01 to 05 December 2021. Then 

the efficiency values obtained are 01 December 2021: 73,66 %, respectively; 02 

December 2021 : 70,11 % ; 03 December 2021 : 73,26 % ; 04 December 2021 : 70,57 

% ; 05 December 2021 : 73,50 %. With the highest efficiency on 01 December 2021 

and the lowest efficiency on 02 December 2021. 
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